. ‘ 7 5mm Round LED
OSXXXXSB11A
—@=— OptoSupply
FaaN OSXXXX5B41A
Light It U, .
’ i C503/334 Series
mFeatures mOutline Dimension
® High Luminous LEDs 50
® 5mm Round Standard Directivity f N
® Superior Weather-resistance e a4 Q j
® UV Resistant Epoxy 7
® Water Clear Type i ‘ ]
® Everlight:334Series /Cree:C503 Series J -
mApplications 2 z
e Electronic Signs And Signals gl 1 Anode
. . —  2:Cathode
® Small Area Illuminations ” Unit-mm
] Tolerance:+0.20mm
® Back nghtlng/ Other nghtlng 1 2 unless mhetwiss noted
mAbsolute Maximum Rating (Ta=25C) mDirectivity
Value , B Water: OSXXXX5B11A
Item Symbol Unit 0
W/M/BL/PG YL/OR/HR 2 2
DC Forward Current Ir 30 30 mA o P
Pulse Forward Current* Irp 100 100 mA
Reverse Voltage Vr 5 5 A% o 05 0 05 1
Power Dissipation Pp 108 78 mW u Water:OSXXX)%SBAHA
Operating Temperature Topr -30 ~ +85 T
Storage Temperature Tstg -40~ +100 T
Lead Soldering Temperature Tsol 260°C/5sec -
*Pulse width Max.10ms Duty ratio max 1/10
mElectrical -Optical Characteristics (Ta=25C)
Ve (V) Ir(nA) Iv(mcd) CCT(K)* 201/2(deg)
Part Number Color Min. ‘ Typ. | Max.| Max. Min. | Typ. ‘ Max.| Min. | Typ. | Max. | Typ.
I[F=20mA V=5V I[F=20mA
OSWO6DKS5BI11A Cool White | W 28 | 31 | 3.6 10 14400 |18000 13000-35000K(X:0.25,Y:0.26) 15
OSW64K5B11A Cool White | W 27 | 3.0 | 3.6 10 25000 {30000 13000-35000K(X:0.25,Y:0.26) 15
OSWS5DKS5B11A Cool White | W 28 | 31 | 3.6 10 18000 (22000 8500-18000K(X:0.27,Y:0.28) 15
OSW54K5B11A Cool White | W 27 | 3.0 | 3.6 10 30000 {36000 8500-18000K(X:0.27,Y:0.28) 15
OSW4DKS5BI1A White w 28 | 3.1 | 3.6 10 18000 (22000 5500-8500K(X:0.31,Y:0.33) 15
OSW44K5B11A White w 27 | 3.0 | 3.6 10 30000 {36000 5500-8500K(X:0.31,Y:0.33) 15
OSMS5DKS5B11A Warm White | M 28 | 3.1 | 3.6 10 18000 (22000 2700-3200K(X:0.44,Y:0.41) 15
OSM54K5B11A Warm White | M 27 | 30 | 3.6 10 30000 {36000 2700-3300K(X:0.44,Y:0.41) 15
OSM6DKS5BI11A Warm White | M 28 | 31 | 36 10 18000 (22000 2900-3800K(X:0.42,Y:0.40) 15
OSM64KS5B11A Warm White | M 27 | 3.0 | 3.6 10 30000 {36000 2900-3800K(X:0.42,Y:0.40) 15
*1 Tolerance of measurements of chromaticity coordinate is +10%
*2 Tolerance of measurements of luminous intensity is +15%
*3 Tolerance of measurements of forward voltage is10.1V
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‘ 5mm Round LED
___}@{__, DpEoSupply OSXXXX5B11A
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’ MR C503/334 Series
mElectrical -Optical Characteristics (Ta=257C)
Ve (V) Ir(HA) Iv(med) CCT(K)* 201/2(deg)
Part Number Color Min. ‘ Typ. | Max.| Max. Min. | Typ. ‘ Max.| Min. | Typ. | Max. | Typ.
Ir=20mA Vr=5V Ir=20mA
OSW6DKSB41A Cool White w 28 | 3.1 | 3.6 10 5800 | 7000 | - | 13000-35000K(X:0.25,Y:0.26) 40
OSW64K5B41A Cool White w 27 | 3.0 | 3.6 10 8400 |10000| - | 13000-35000K(X:0.25,Y:0.26) 40
OSWSDKS5B41A Cool White W 28 | 3.1 | 3.6 10 7000 | 8400 | - 8500-18000K(X:0.27,Y:0.28) 40
OSW54K5B41A Cool White W 27 | 3.0 | 3.6 10 10000 |12000| - 8500-18000K(X:0.27,Y:0.28) 40
OSW4DKS5B41A White w 28 | 3.1 | 3.6 10 7000 | 8400 | - 5500-8500K(X:0.31,Y:0.33) 40
OSW44K5B41A White w 27 | 3.0 | 3.6 10 10000 |12000| - 5500-8500K(X:0.31,Y:0.33) 40
OSMS5DK5B41A Warm White | M 28 | 31 | 3.6 10 7000 | 8400 | - 2700-3200K(X:0.44,Y:0.41) 40
OSM54K5B41A Warm White | M 27 | 3.0 | 3.6 10 10000 |12000| - 2700-3300K(X:0.44,Y:0.41) 40
OSM6DK5B41A Warm White | M 28 | 31 | 3.6 10 7000 | 8400 | - 2900-3800K(X:0.42,Y:0.40) 40
OSM64K5B41A Warm White | M 27 | 3.0 | 3.6 10 10000 |12000| - 2900-3800K(X:0.42,Y:0.40) 40
*1 Tolerance of measurements of chromaticity coordinate is +10%
*2 Tolerance of measurements of luminous intensity is +15%
*3 Tolerance of measurements of forward voltage is30.1V
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| 5mm Round LED
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’ e C503/334 Series
mElectrical -Optical Characteristics (Ta=25C)
Ve (V) IrR(nA) Iv(med) Wd(nm)* 201/2(deg)
Part Number Color Min. | Typ. ‘ Max.| Max. | Min. | Typ. | Max.| Min. ‘ Typ. ‘ Max. Typ.
I[=20mA V=5V I[=20mA
OSB5SA5SB11A Blue BL| M| 28 | 3.1 | 3.6 10 10000 | 12000 - 465 470 475 15
OSB56A5B11A Blue BL| M| 28 | 3.0 | 3.6 10 12000 | 14400 - 465 470 475 15
OSG5DASBI1A | PureGreen |PG| M| 28 | 3.1 | 3.6 10 30000 | 36000 - 520 525 530 15
OSG5GA5B11A | PureGreen (PG| H | 2.7 | 29 | 3.6 10 36000 | 43000 - 520 525 530 15
OSG8NUSBI1A | Yellow Green | YG 1.8 | 2.1 | 2.6 10 750 1120 - 565 570 575 15
OSYSLUSB11A Yellow Y 1.8 | 2.1 | 2.6 10 1560 | 2180 - 585 590 595 15
OSYSJASBITA Yellow Y 1.8 | 2.1 | 2.6 10 2180 | 3000 - 585 590 595 15
OSYS5RUSBI1A Yellow Y 1.8 | 2.1 | 2.6 10 3000 | 4200 - 585 590 595 15
OSYSPASBI11A Yellow Y 1.8 | 2.1 | 2.6 10 8400 | 10000 - 585 590 595 15
OS5YKASBI11A Yellow Y 1.8 | 2.1 | 2.6 10 18000 | 22000 - 585 590 595 15
OSOSJASBIIA Orange o 1.8 | 2.1 | 2.6 10 2180 | 3000 - 600 605 610 15
OSRS5JASB11A Red R|E| 18 |21] 26 10 2180 | 3000 - 620 625 630 15
OSR5RUSBI11A Red R|E| 18 |21] 26 10 3000 | 4200 - 620 625 630 15
OSR5PA5B11A Red R (M| 18 |21] 26 10 8400 | 10000 - 620 625 630 15
OS5RKASBI11A Red R (M| 18 | 21] 26 10 18000 | 22000 - 620 625 630 15
OSR6LUSBI11A Red R |H| 18 | 21] 26 10 750 1120 - 630 640 650 15
OSB5SA5B41A Blue BL| M| 28 | 3.1 | 3.6 10 3000 | 4200 - 465 470 475 40
OSB56A5B41A Blue BL| M| 28 | 3.0 | 3.6 10 4200 | 5800 - 465 470 475 40
OSG5DASB41A | PureGreen (PG| M| 2.8 | 3.1 | 3.6 10 7000 | 8400 - 520 525 530 40
OSG5GAS5B41A | PureGreen (PG| M| 2.7 | 29 | 3.6 10 14400 | 18000 - 520 525 530 40
OSG8NUSB41A | Yellow Green | YG 1.8 | 2.1 | 2.6 10 330 500 - 565 570 575 40
OSYSLUS5SB41A Yellow Y 1.8 | 2.1 | 2.6 10 750 1120 - 585 590 595 40
OSYSJASB41A Yellow Y 1.8 | 2.1 | 2.6 10 1120 1560 - 585 590 595 40
OSYS5RUSB41A Yellow Y 1.8 | 2.1 | 2.6 10 1560 | 2180 - 585 590 595 40
OSYS5PASB41A Yellow Y 1.8 | 2.1 | 2.6 10 4200 | 5800 - 585 590 595 40
OS5YKAS5B41A Yellow Y 1.8 | 2.1 | 2.6 10 5800 | 7000 - 585 590 595 40
OSOS5JASB41A Orange o 1.8 | 2.1 | 2.6 10 1560 | 2180 - 600 605 610 40
OSRS5JA5B41A Red R |H| 18 | 21] 26 10 1120 1560 - 620 625 630 40
OSR5RUSB41A Red R |H| 18 | 21] 26 10 1560 | 2180 - 620 625 630 40
OSR5PA5B41A Red R |H| 18 | 21] 26 10 4200 | 5800 - 620 625 630 40
OS5RKAS5B41A Red R | H| 18 | 21] 26 10 5800 | 7000 - 620 625 630 40
OSR6LUSB41A Red R | H| 18 | 21] 26 10 330 500 - 630 640 650 40
*1 Tolerance of measurements of dominant wavelength is +1nm
*2 Tolerance of measurements of luminous intensity is +15%
*3 Tolerance of measurements of forward voltage is +0.1V
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